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- DIVISION OF CONSERVATION ARCHAEOLOGY

San Juan County
Museum Association

September 10, 1982

Mr. Al Kendrick
P.O. Box 516
Aztec, New Mexico 87410

Dear Mr. Kendrick:

I have enclosed two copies of our report "An Archaeological
Survey of Well Location Getty Lake Canyon Federal 12-1 and
Associated Access Road, located on Bug Point, San Juan County,
Utah". One copy is for your files, the other is for Getty
Oil. There is a light scatter of artifacts across the
proposed location; however the site from which these arti-
facts der iver assuming one existed here, has been destroyed
by chaining activity. DCA is, therefore, recommending
archaeological clearance.

I am slso enclosing an invoice for our services. If you have
any questions regarding either the report or the invoice
please contact me. Thank you for calling on DCA to do the
survey.

Sincerely,

Penelope Whitten
Supervisory Archaeologist

PW:ah

Enclosures

cc: Area Archaeologist, BLM, San Juan Resource Area
District Archaeologist, BLM, Moab
Brian.Wood, BLM, San Juan Resource Area
District Engineer, MMS, Durango
Wilson Martin, SHPO, Salt Lake,.Utah

San Juan County Archaeological Research Center & Library
on a um 949 . Parminatan Neur Mavien R7&Ol . (EGO A19.9711 nr
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ABSTRACT

On September 2, 1982, the Division of Conservation Archaeo-

logy of the San Juan County Museum Association completed an
archaeological survey of one well location and associated access
road for Getty Oil Company. The survey area is located on Bug

Pointe San Juan County, and is under the jurisdiction of the
Bureau of Land Management.

The survey area has been chained, probably about.20 years
ago. There is a very light scatter of sherds and lithic debitage

across the entire well location; however the site from which these
artifacts derive, assuming one existed here,has been destroyed by

the chaining activity. Archaeological clearance is, therefore,
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INTRODUCTION

On September 2, 1982, the Division of Conservation Archae-

ology (DCA) of the San Juan County Museum Association conducted

an archaeological survey for Getty Oil Company of Casper Wyoming,

Al Kendrick, consultant for Getty Oil Company, requested the survey

on August 25, 1982. Margaret A. Powers administered the project

for DCA; Al Kendrick administered the project for Getty Oil Company.

In recognition of the limited, nonrenewable nature of archaeo-

logical remains, federal and state governments have enacted legis-

lation that is designed to conserve and protect these resources.
The principal federal legislation includes the Antiquities Act of
1906 (PL 52-209), the Historic Preservation Act of 1966 (PL 89-665),

the National Environmental Policy Act of 1969 (PL 91-852), the
1971 Executive Order No. 11593, the Archaeological and Historical

Conservation Act of 1974 (PL 93-291), and the Archaeological

Resources Protection Act of 1979 (PL 96-95).

In addition, the states of Arizona, New Mexico, Utah,.and

Colorado have enacted laws to ensure .compliance with federal
legislation and to protect archaeological resources within their
jurisdiction. Work undertaken in the course of this project is
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Penelope Whitten, DCA archaeologist, surveyed the project
area for cultural remains. Chas. Cartwright, BLM Area Archaeologist

San Juan Resource Area, was notified of the survey schedule prior

to beginning fieldwork. The following persons were present during
the field inspection: Al Kendrick, consultant for Getty Oil

Company; Mark Kramer, Getty Oil Company; Brian Wood, ·BLM, San Juan
Resource Area; Dan Englishman, Minerals Management Services,

Durango Office; Al Heaton, Urado Construction Companyt Dove Creek,

Colorado.

METHODS

The pad area was surveyed by walking a series of parallel

transects spaced approximately 15m (45 ft) apart. Survey of the
pad included a 50 ft. wide buffer zone around the perimeter. The

access road was surveyed by walking a single zig zag transect along
the proposed right-of-way. This transect included a 15 ft. buffer

zone on either side of the right-of-way. The archaeologist record-

ed all cultural remains. Those whose information potential ex-

ceeded what could.be extracted during the survey phase were assign-

ed site status. Other cultural remains were documented as
isolated loci (IL). Pertinent environmental data were also
recorded.

In addition to field inspection, the archaeologist conducted

a search of the records at the Utah Division of State History

Antiquities Section to determine if any sites had been
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recárded in the project area. Site and project records required

by the Bureau of Land Management were completed.

PROJECT AREAS

Legal Description: T37S, R25E, Section 12, 700'FNL, 1200'FEL (Figure 1)

S.L.M.,San Juan County, Utah

UTM Coordinates: Zone 12, 4161800N, 666200E (well location)
4161800N, 666350E (east end of access)

Map Source: U.S.G.S, 15' Monument Canyon, Utah-Colorado (1957)

Land Jurisdiction: Bureau of Land Management

Project Area: 330' x 280' (well pad)
20' x ca. 500' (access)

Surveyed Area: 430' x 380' (well pad with buffer)
50' x ca. 500' (access with buffer)

4.33 Acres-

Descriptioni The survey area is situated in relatively flat terrain

on top of Bug Point on the south side of Lake Canyon. The area has

been chained, probably about 20 year.s ago. Vegetation includes

small juniper (Junigerus sg.).and pinyon (finus edulus) trees,
snakeweed (Gutierrezia sg.), sage (Artemesia tridentata), bitterbrush

(RELEhÀìilÀdentata) and an unidentified grass. The soil is a

reddish sandy silt and appears to be fairly deep.

The access road exits to the east and terminates at an exist-

ing seismic road.

Cultural Resources: There is a very light surface scatter of

sherds and lithic debitage across the well location. Artifact

density ranges from about 15-20 artifacts in a 200 ft.2 area

north of the center stake to about 5-8 artifacts in a 200 ft.2

area south of the center stake. No artifacts were noted in the

access road right-of-way or buffer zone.

Artifacts .consist
primarily of corrugated and plain white

sherds. One piece of plain gray was noted. Decorated sherds

were all mineral painted and include 1 Mancos B/W and 1 crude

Mesa Verde B/W. Three tertiary flakes and a sandstone mano

fragment were also recorded.

Isolated pieces of sandstone occurci.ng in the survey area may

be cultural.

Resource Significance: The material described above probably

det ives from a site which was destroyed by chaining activity. There

is no evidence of any in situ cultural material.

Recommendations: Archaeological clearance is
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GettyOilCompany P.O. Box 3360, Casper, WY 82602-3360

Central Exploration and Production Division October 6, 1982

State of Utah
Division of Oil, Gas and Mining
4241 State Office Building
Salt Lake City, Utah 84114

RE: Application for Well
Spacing Exception
Getty Oil Company's
Lake Canyon Federal #12-1
700' FNL & 1200' FEL
Section 12-T37S-R25E
San Juan County, Utah

Gentlemen:

Please consider this letter and the attached application to drill Getty
Oil Company's formal application for well spacing exception to drill
the above referenced well.

This well was staked at a non-standard location due to topographical and
geological reasons. The ownership at all oil and gas leases within a
radius of 660 feet of the proposed location is common with the ownership
of the oil and gas leases under the proposed location.

Very truly yours,
GETTY OIL OMPANY

. W. Bowers
Area Superintendent

JLF/gr
Attachment
ec:



Forin 9-331C SUBMIT RIPLICATE* Form approved.
(May 1963) (Other instructions ort Budget Bureau Lo. 42-R1425.'

- UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 6. LEA DE ONA ON A D SERIAL NO.

GEOLOGICAL SURVEY U- 1
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK DIAN ALI EE ENAME

la. TYPE OF WORK

DRILL DEEPENO PLUGBACK O
.

soa....y NA

b. TYPE OF WELL
OWFLL WASLL

OTHER
NNEL OUNLTIPLE RM OR EASE NAM

2. NAME OF OPERATOR gi
Getty -Oil Company

3. ADDRESS OF OPERATOR

Bo× 3360, Casper, Wyoming 82602 HELD A PO OR IL CAT

4. CATI NœOF WELL (Report location el arly and in accordance with any State requirementa.*) Ôde t se reek' 11 asc.,.T., a., x.,¾a aLx700 ' FNL 1200 ' FEL Section 12, T37S, R25E 3. i AN SUB T Og ARRA

At proposed prod. zone cti¼ 12, , R25E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICB* 2. COUNTY OR PA SE TATE

22 miles southwest from Dove Creek, Colorado a San JÖan ah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRÈS ASSIGÍfED

LOCATION TO NEAREST TO TIII WNLg 7
PROPERTY OR LEASE LINE, FT. 4580 ' 2560 e 2. 1(Also to nearest drig. unit line, if any) 9 y

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTaar a som opox.s
22,°‡,^," ,24,"", ,",",21°,¿ COMPLETED, 60 (dr y) 6350 ' Ròt ar

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 2g 4yrao DATE WORlg WIT.I. STAET*

6222' GR Ne r i, WP
23. '

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH U TIT OltC EEN

12 1/4" 9 5/8" 36# 1800' 1359 cof - si tf ee 6
7 7/8" 5 1/2" 14.0 & 15.5# 6350' 24 dóf - E 5 00

See attached drilling prognosis and attachments.

APPROVEDBYTHE STATE
OF UTAHDivisioN OF

IN ABOVE SPACE DESCRIBE PROPOSED PROGR&M : If prOPOSSI 18 tO deepen or plug back, give data on present pro UCtiv zóne and pro osed r productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measur d and true rtical d pths Òiveblowout

VS

GN

DUTO 7.

,,,,a Area Superintendent tb 1982

(This space for Federal or State office use)

PER3IIT NO APPROVAT.DATE

APPROVED BY TITLE AT

CONDITIONS OF APPROVAL, IF



2 1
Getty Oil - Location of tts lake Cany 1F deral 12-1

11 12 12 7

Found brass
cap common to

Well G tty Lake Canyo Fed ral 200
CNo .Sec. 1

12-1 S . 12, R 25E

common to
Sectiong 6 and
7, R26E.

SECTION 12,
T.37 ., R.25E., S.L M., San Juan C ., Utah

ell Getty Lake Canyon Federal 12-1 is locatÿd in the
NE¼NE§ pf Section 12, T) 37S., R.25E., S.L.M.,

San 'Juan County, Utah

Scale:
1" = 1000'

11 12 12 7

14 13
13 18

Bearing is based on the bearing of
the north line of Section 7, T.37S.,
R.26E., between the NW Cor. of Sec. 7
and the Ni Cor. of Sec. 7, both brass
caps found.

Access summary Reserve

0.2 mi. new construction Lake Canyon Ref. elev. 6219.37
2. 3 mi. unimproved dirt road Federal 12-1

00'
1.8 mi. improved dirt county rdr Elev. 6221.5 200.
14. O mi. gravel road ,

.113.9 mi. paved road to og .

Dove Creek, Colo· 911°0 300.00'

Ref. elev•6220.23
aydo n S.23°22'21"E.

Soil: Sandy
Vegetation: Chained

pinon-juniper.

Access road - Construct 0.2 mi. @ 2% grad

N
Scale: 1" = 100'

KNow ALL MEN BY THESE PRESENTs'
THOMAS Engineering Inc.THAT I, FREDRIC P. ÎHOMAS

do hereby certify that i propered thk plet from en
215 N. Lindemestunt and occurate survey of the iond and that the
Cortez, Coloredosonne is true and correct to the no

565-4496

FREDRIC P TNOMÀS Beoring by F D ' PReg. L.S. end P.E.
Sotor

Colo. Reg. No.6728 observation
Utah Reg. No.



OPERATOR ci DATE O ' " A

WELLNME NÁ. /

SEC g/ fa'l T '25 R jf COUNIY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

D PI

/ MP I

PROCESSING COMMENTS:

APPROVALLETTER:

SPACING: A-3 c-3-a
UNIT ' CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELL NAME AND LDCATIONON APD AGAINST SAME D ON PLAT MAP.

AUTHERTICATELEASE AND OPERATORINEORMATION

VERIFY ADEQUATE AND PROPER BONDING Ñ2)

AUTHENTICATE IF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACINGCONSIDERATION

ORDER ÑO

UNIT ÑÔ

c-3-b

---t -3-c
. .

OUTSTANDINGOR OVERDUEREPORTS FOR OTHERWET18 OF THE
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October 13, 1982

Getty Oil Company
Box 3360
Casper, Wyoming 82602

RE: Well No. Lake Cayyon Federal 12-1
NENE Sec. 12, T.37S, R.25E
San Juan County, Utah

Gentlemen:

Insofar as this office,is concerned, approval to drill the above referred to gaswell on said unorthodox location is hereby granted in accordance with Rule C-3(c),
General Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,you are hereby requested to immediately notify the following:

ROMALDJ. FIRTH - Engineer CLEON B. FEIGHT - Director
Office: 533-5771 OR Office: 533-5771
Home: 571-6068 Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or notwater sands (acquifers) are encountered during drilling. Your cooperation incompleting this form will be appreciated.

Further, it is requested that this Division be notified within 24 hoursafter drilling operations commence, and that the drilling contractor and rignumber be identified.

The API number assigned to this well is 43-037-30824.

Sincerely,

No an C. Stout
Administrative Assistant

NCS/as
cc: Minerals Management Service



Fort'n
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C SUBMIT IN T ATE* Form approved.
e (May 1963) / (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverseside) FEMLS MMMEMag
DEPARTMENT OF THE INTERIOR 5. LEA E DES GN N A

GEOLOGICAL SURVEY U-2)16 ) R EIVED

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK IAN LI TER R ENAME

1a. TYPE or woaK

DRILL DEEPENO PLUGBACK O
b. TYPE OF WELL

orL oAs SINGLE MULTIPLE 8; FARN OR LEASE NAM
WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR AS Cinyon Fd al
Getty »Oil Company "?LL NOB

3. ADDRESS OF OPERATOR

Bo× 3360, Casper, Wyoming 82602 f.D AND POOE, OR AT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) IdcÈD se reekAt surtace ' 11, ., T., R., M., OR BI
700 ' FNL 1200 ' FEL Section 12, T37S, R25E | i ""=I==°¾ **

At proposed prod. zone i é etidh 12, 3N§, R25E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OrrIC-* 2. ¶OUNTY OR PA ISH ATA B

22 miles southwest from Dove Creek, Colorado i E.SeÄlŠan 1$ah
16. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO.ÂrNB B ASSIGNED

LOCATION TO NEAREST TO RHI WÑI.4 >
PROPERTY OR LEASE LINE, FT. 4580 ' 2560 = >:.
(Also to nearest drlg. unit line, if any) " t* 2

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH $Û. ROTËRT R SI.E I.S
TO NEAREST WELL, DRILLING, COMPLETED' 860 (d ) 6350' tOR APPLIED FOR, ON THIS LEASE, FT,

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22 PRO DATE WORK WIlsI. BTART

6222' GR N em , 1 80
23. "

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH U TIT OR C MENT

12 1/4" 9 S/8" 36# 1800' 1 5 cof - surf ce
7 7/8" 5 1/2" 14.0 & 15.5# 6350' . . 24 o ft - t 5

See attached drilling prognosis and attachments.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productiv söne and proposed rproductive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measurèd and true rtical depths Give blowout

eventer prog y.

2,21,. Area Superintendent ct b 1982

(This space for Federal or State othee use)

PERMITNO APPR VALDATE

APPROVED BY TLE
CONDITIONS OF APPROVAL, IF ANY :

NOTICEOF APPROVAL
CONDITIONS OE APPROVAL ATTACHED GA sus EC T A

TO OPERATOR'S COPY DATED



Getty Oil - Location of Gett ake Canyon F deral 12-1
2, .1

Augus , 1982
, 1 6

12 7 ·11 12

Found brass
cap common to

Well Gitty Lake Canyo Federal 200'
nEdCNorE.SCec.1

12-1 Se . 12, R 25E
.an T&7 S

- -- ---
--- -- - --

-- -- --- brass cap
commo'n to
Sections 6 and
7, R26E.

737S\ l
SECTION 12,

T.37 ., R.25E., S.L M., San Juan Co., Utah

Well Getty Lake Canyon Federal 12-1 is locatÿd in the
NEkNEi f Section 12, T(37S., R.25E., S.L.M.,

San Juan County, Utah

Scale:
1" = 1000'

11 12 12 7

14 13
13 18

3earing is based on the bearing of
he north line of Section 7, T.37S.,
(.26E., between the NW Cor. of Sec. 7
.nd the N¼ Cor. of Sec. 7, both brass
aps found.

Access Summary Reserve

.2 mi. new construction Lake Canyon Ref. elev. 6219.37
. 3 mi. unimproved dirt road Federal 12-1 oct
. 8 mi. improved dirt county rdr Elev. 6221. 5 200.

4.0 mi. gravel road 1
. 9 mi. paved road to 944 .

Dove Creek, Colo. s.11°0 200.00'

Ref. elev•Ê220.23
Laydo n - S.23°22'21"E.

oil: Sandy
regetation: Chained

pinon-juniper.

Access road - Construct 0.2 mi. @ 2% grad

N
Scale: 1" = 100'

KNoW ALI. MEN SY THESE PRESENTS:
THOMAS Engineering Inc.THAT I, FREDRIC P. THOMAS

do hereby certify that i propered this plot from on
215 N. L1mdenoctuoi end occurate survey of the land and that the
Cortez, Cotoradosooneb letrua ond correct to th no

$65-4496

FREDRIC P THOMAS Benring by
Reg. L.S. and P.£.
Colo. Reg. No.6728

ration

Utah Reg. No.
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DRILLING PROGNDSIS

Getty Dil Company
Lake Canyon Federal #12-1
700' FNL 1200' FEL
Section 12, T37S, R25E
San Juan County, Utah

1. SURFACE FORMATION:
Unnamed sandy loam - recent.

2 & 3. ESTIMATED TOPS AND ANTICIPATEDDIL, GAS AND WATERZONES:
Formation. Tog Base Potential produe.tion.
Upper Ismay 5965 6125 Yes
Lower Ismay 6125 6175 No
Desert Creek 6210 6305 Yes - Objective
Akah 6305 No
Total Depth 6350

If any water zones are encountered they will be adequately protected and
reported, none anticipated.

4. CASING PROGRAM:

Section
Hole Size Interval

. Length Size Weiqht, Grade & Joint
12 1/4" 0 - 1800' 1800' 9 5/8" 36#, K-55, ST&C
7 7/8" 0 - 6262' 6262' S 1/2" 14.0#, K-55, ST&C

6262'-6350' 88' 5 1/2" 15.5#, K-55, ST&C

5. PRESSURE CONTROLEQUIPMENT:
Schematic attached
Type: 9 or 10 inch - 900 series - double gate
Pressure Rating: 3000 psi.
Testing Procedure: Equipment will be tested to 1500 psi prior to drilling

out from under surface casing and operational checks
will be made daily and recorded on tour sheet.

6. MUDPROGRAM: (Visual Monitoring)
Water

Interval Mud Type Mud Wt. (ppq) Viscosity Loss Additives
0 - 1800' Spud mud 8.6 - 8.8 28 - 32 NC Gel, lime
1800-4500' sËd9.0 - 9.8 30 - 35 12-151 lgn , Cggsat cshsoda,
4500-6350' Disbursed 9.8 - 12.0 35 - 45 6 - 8 Gel, FCLS, sade ash

Drispac, caustic

Sufficient mud ipventory will be maintained on..location at all times
during drilling operations including lost circulation material.

7. AUXILIARY EQUIPMENT:
1. A Kelly Cock will be kept in the drill string at all times.
2. Periodic checks will be made each tour of the mud system.
3. A stabbing valve will be kept on the derrick floor to be stabbed

into the drilpipe whenever the Kelly Cock is not in the string.
4. No bit float will be



DRILLING PROGNOSIS

Page 2.

8. EVALUATIONPROGRAM:
Mechanical depth recorder to be used (1 foot interval)
Logs: Dual Induction-SEL w/ Gamma Ray from base of surface casing

to total depth.
BHC Sonic w/ Gamma Ray from surface casing to total depth.
Compensated Neutron-FDL w/ Gamma Ray from 4500' to total depth.
Gamma Ray-Neutron from surface casing to surface.
Four-arm Dipmeter from 5500' to total depth.

A two-man logging unit may he employed from 4350' to total depth.
DST's: Dependent upon hydrocarbon shows, DST the Upper Ismay and

Desert Creek.
Cores: None.

9. ABNDRMALCONDITIONS:
It is not anticipated that abnormal temperatures, pressures or
toxic gases will be encountered.

10. DRILLING ACTIVITY:
Anticipated commencement date: November 1, 1982
Required drilling days: Approximately 15 days.
Required completion days: Approximately 10



13-POINT SURFACE USE P N

Getty Gil Cõmpany
Lake Canyon Federal #12-1
700' FNL 1200' FEL
Section 12, T37S, R25E
San Juan County, Utah

1. EXISTING ROADS:
Shown in yellow on Map A

2. PLANNEDACCESS ROAD:
Shown in red on Map A
Length: 500'
Width: 20'
Ma×imum grade: 2%
Cuts, fills, turnouts, culverts & gates: none
Cattleguards: In fence line on south line of Section 6, T37S, R26E

to be removed when well is abandoned.

3. LOCATION OF EXISTING WELLS:
See Map B

4. LOCATION OF PRODUCTIONFACILITIES:
A. All new production facilities will be placed on the well pad.
B. There are no production facilities on other wells within one mile.

5. LOCATION AND TYPE OF WATERSUPPLY:
Source: Ponds on the Rodgers Ranch Sections 27 & 28, T37S, R26E.
Transportation: Trucks

6. SOURCE OF CONSTRUCTIONMATERIALS:
,All construction is planned using native soils.

7. METHODFOR HANDLINGWASTE DISPOSAL:
A.' The drilled cuttings will be retained in the reserve pit.
B. Drilling fluids will be retained in the mud tanks and reserve pit.
C. Oil will be collected in tanks. Little or no water is anticipated

at this location. If volume of oil is sufficient, it will be
trucked from the location.

D. A protable toilet will be provided.
E. A fenced pit will be provided for trash. The trash pit will be

enclosed with small mesh wire. The reserve pit will be fenced.
F. Location and mud pits will be levelled and seeded as soon as is

feasible after the well is completed. The area will be cleaned
of all trash and material.

8. ANCILLIAY FACILITIES:
None needed at this location.

9. WELL SITE LAYOUT:
A. Rig Plan sheet attached.
B. Location Profile sheet attached.

10. SURFACE RESTORATIONPLAN:
Restoration of the well site and access road will begin within 90 days
of well completion, weather



(Iþ (Iþ OS13-PUINT SURFACE USE PLAN - LWntinued Page 2

Should the well be abandoned, the drilling site Will be reshaped to.its
original contour. The access road will be plowed and shaped. Both'road
and location will have top soil replaced and reseeded when germination
can occur.

Should the well be commercial, that portion of the location not needed
for operation will be repaired as above. The portion of the location
needed:for daily operations and the access road will .be kept in good

, repair.and clean.

In either case, cleanup of the wellsite will include burning or re-
moval of all waste, filling of all unnecessary pits. Any oil that has
accumulated on the pit will be trucked away.

11. OTHERINFORMATION:
General topography is shown on Map A.
There are no archaeological or cultural sites visible on the location
or proposed access road.
Animal life: Domestic livestock, mule deer, and native rodents and

preditors.
Dwellings: none.
Drainage: Southwest down take Canyon.
Surface owner: Public Domain

12. OPERATOR REPRESENTATIVES:
Mr. Mark Kramer Mr. D. W. Bowers
Sector Foreman Area Superintendent
Box 510 Box 3360
Farmington, NM 87401 Casper, Wyoming 82602
(505) 326-2657 (307) 265-8386

13. CERTIFICATION:

I hereby certify that I or someone under my direct supervision have
inspected the proposed drill tract and access route; that I am fam-
iliar with the conditions that presently exist; that the statements
made in this plan are to the best of my knowledge, true and correct;
and, that the work associated with the operations proposed herein will
be perfored by the operator, his contractors and subcontractors in
conformity with this plan and the terms and conditions under which it
is approved.

Dated: / ff,
A. R. Kendrick

I



SURFACE USE PLAN RECLAIMATION PROCEDURE6

Pre-drill Inspection Date: . 9/2/82 Participants:

Operator: Getty Oil Company A. R. Kendrick - Getty Oil Co.

Well Name: Lake Canyon Federal #12-1 Brian Wood - BLM, Monticello, UT

700' FNL 1200' FEL
Sec. 12-T37S-R25E .

Well Location: San Juan County, Utah Don Englishman -MMS, Duranqo, CD

Lease Number: U-23160 Mark Kramer - Getty Oil Co.

Penelope Whitten - Archaeologist

Al Heaton - Urado Construction Co.

Construction:

1. The operator or his contractor will contact the San Juan Resource

Area Office in Monticello, Utah, (801) 587-2201, 48 hours before

beginning any work on public land.

2. The operator will give the dirt contractor a copy of the Surface

Use Plan and any additional BLM stipulations before any
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3. The San Juan County Road Department (801) 587-2231 e×t 43 will

be contacted before county roads are used.

4. Use of water for this operation will be approved by obtaining a
temporary use permit from the Utah State Engineer (801) 533-6071
and by receiving permission from the land owner or surface managing
agency to use the land containing the water source.

5. If subsurface cultural material is exposed during construction,
work in that spot will stop immediately and the San Juan Resource
Area Office will be contacted. All employees working in the area
will be informaed by the operator that they are subject to prose-
cution for disturbing archaeological sites or picking up artifacts.
Salvage or excavation of identified archaeological sites Will only
be done if damage occurs.

6. Improvement to existing access (-wiki/will not) be necessary and
will be limited to a total disturbed width of 20 feet. New
construction will be limited to a total disturbed width of 20
feet. Surface material will not be placed on the access road or
location without prior BLM approval.

7. Surface disturbance and .vehicular travel will be limited to the
approved location and approved access route. Any additional area
needed will be approved in advance.

8. The top 12 inches of soil material will be removed from the
location and stockpiled separate from the trees on the west side.
Topsoil along the access will be reserved in place.

9. A trash pit will be constructed near the mud tanks with steep sides
and dug at least six feet into solid undisturbed material. It will
be totally enclosed with a fine wire mesh before the rig moves in.

10. The reserve pit Q+LLL/will not) be lined with commercial bentonite
or plastic sufficient to prevent seepage. At least half of the
capacity will be in cut.

11. Three sides of the reserve pit will be fenced with four strands of
barbed wire before drilling starts. The fourth side will be fenced
as soon as the drilling is completed. The fence will be kept in
good repair while the pit is drying.

12. A burning permit will be required before burning trash between May
1 and October 31. This can be acquired by contacting the State
Fire Warden, John Baker, at (801) 587-2705.

13. A cattle guard will be placed in the fence at the south line of
section 6, T37S, R26E during drilling of the well. If the well
is abandoned, the cattle guard may be
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RECLAMATION·

1. Immediately upon completion of drilling, all trash and debris will be
collected from the location and surrounding area. All trash and
debris will be disposed of in the trash pit and will then be c
compacted and buried under a minimum of two feet of compacted soil.

2. The operator or his contractor will contact the BLM office in
Monticello, Utah, (801) 587-2201, 48 'hours before starting reclame-
tion work that involves earthmoving equipment and upon completion
of restoration measures.

3. Before any dirt work to restore the location takes place, the
reserve pit must be completely dry.

4. All disturbed areas will be recontoured to blend as nearly as
possible with the natural topography. This includes removing all
berms and refilling all outs.

5. The stockpiled topsoil will be spread evenly over the disturbed
area.

6. All disturbed areas will be scarified with the contour to a depth
of 12 inches.

7. Water bars will be built as follows to control.erosion.
Grade Spacinq
2% Every 200 feet
2-4% Every 100 feet
4-5% Every 75 feet
5+% Every 50 feet

Be Seed will be (broadcast/drilled) between October 1 and February 28
with the following prescription. When broadcast seeding, a harrow or
similar implement will be dragged over the seeded area to assure
seed cover.

2 lbs/acre Indian ricegrass (Dryzopsis hymenoides)
2 lbs/acre Fourwing saltbush (Atriplex cansescens)
2 lbs/acre Cliffrose (Cowania mexicana)
2 lbs/acre Crested wheatgrass -(Aqropyron desertorum)

9. After.seeding is complete, the stockpiled trees will be scattered
evenly over the disturbed areas. The access will be blocked to
prevent vehicular access. New road construction will be
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PRODUCTION:

1. The reserve pit and that portion of the location and access road
not needed for production or production facilities will be re-
claimed as described in the reclamation section. Enough topsoil
will be kept to reclaim the remainder of the location at a future
date. This remaining stockpile of topsoil will be seeded in place
using the prescribed seed mixture.

2. All above-ground production facilities will be painted a neutral
color to be approved by the BLM.

3. The access shall be upgraded to BLM Class III road
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Form 9-331 Form Approved.
Dec. 1973 :.Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-23160

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAlŸlE

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

Lake .Canyon Èederal1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATOR 12-1
Getty Oil Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Wildcat Desert Creek
P.O. Box 3360, Casper, WY 82602-3360 11. SEC., T., R., M., OR BLK.AND SURVEYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Section 12-T37S-R25E
AT SURFACE: 700' FNL & 1200' FEL (Sec. 12) 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: same San Juan UtahAT TOTAL DEPTH: same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, -

REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)
6322' GRREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report resuÏtsÁfmultiple completion or zone
PULL OR ALTER CASING change on Form 9--3303
MULTIPLE COMPLETE
cHANGE ZONES
ABANDON*
(other) Amend APD - Correct GR elevation.

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

The APD for this well was submitted on 10-4-82 and approved on 10-20-82. TheGR elevation on the APD, surveyors plat, and cut and fill diagtam was shown
as 6222' GR. This elevation is incorrect. Getty Oil Company proposes to
correct it to 6322' GR. A revised (dated 10-8-82) surveyors plat and cut
and fill diagram are attached.

OCT28 1982

Divistoko
Subsurface Safety Valve: Manu. and Type ( GASË¾ Ft.

18. I here certify t the foregoing is true and correct Area
SIGNED TITLE Superintendent DATE

10-26 -82

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



N 0 T I CE 0 F SPUD

Company:

Caller:

Phone:

Well Number: 2 -/

Location: 6 ÅÍ /2 - S7 - 25

County: /g State:

Lease Number: /-R S/GO

Lease Expiration Date:

Unit Name (If A TicabTe):

Date & Time Spu ed ( †);L OD A. th
,

Dry Hole Spudde Rotary:

Details of Spud Hole, Casing, Cement, etc.)

xi

tellaDme& Numbert

oves In:

F LL 0 W W I TH SUNDRY NOT I CNOV15 1982

Call Received B :
DIVISIONOFOILGAS&MINING

Date: //- /2-







UN ST AT ES soeurf IN DUPLI ouSt
ue Ño.42-RS55.5.

DEPARTMENT OF THE INTERIOR y d i LEASE DESIGNATIOÑ AND SERIA& NO.

GEOLOGICAL SURVEY U-23160
8. IF INúlAN, ALLOTTEË OR TRIBE NAME

WELLCOMPLETlONOR RECOMPLETIONREPORTAND LOG*
1a. TYPE OF WELL: a O ."== O Other TIGHT HOLE i. UNIT AGREEMENT ÑAME

k TYPE OF COMPLETION: CONFIDENTIAL
"" O o'

«K
EN O e S. OË LEASE ME

2. NAME OF OPERATOR Lake Canyon Federal
9. WELL NO.Getty Oil Company

3. ADDRËSS OF OPERATOR

10. FIELD AND POOL, OR WILDCATox 3360, Casper, WY 82607-3360
4. LOCATION OF WELL (26pOr‡ loCGÉiOR Cl€Gily GNd Ê¾ GCCÖrdGNC6 10 T¢ggirBiken‡8} Wildcat-Desert Creek

at .nrrace 700 ' FNL & 1200 ' FEL (Sec. 12) 11. sec., e., a., x., OR BLOOK AND SURVET
OP. AREA

At top prod. Interval reported below. SSES

sa Section 12-T37S-R25E
At total depth

14. PERMIT NO. DATÈ ISSUER 12. COUNTY OR 18. STATE

10-20-82 S Tunn Ufah
15. DATE SPCDDED 16. DATE T.D. REACKED 17. DATE COMPL. (Ë€Gdg ÉO OTOd.) 18. ELEVATIONS (DP, REB, IT, GR, ETC.)* 19, $LEV. CASINGHEAD

11-9-82 11-28-82 \Dry Hole P&A'd 12-1-82 6334' KB 6322' GR
Ô. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MDi& TVD 22. IF MULTIPLE COMPL., 23. INTËRVALS ROTARY TOOLS CABLE TOOLS

HOW MANT* DRILLËD BY

6339' Surface ---> 10'-6339' -

24. PRODUCING INTERVAL(S), OF THIS COMPLETI N-TOP, BOTTOM NAME (MD AND TVD)* 25. WAS DIRECTIONAL
SURVEY MADE

NA - P&A' d Dry Hole No
26. TFE E ECTRIC ND OT 2 O RUN 27, WAS WElal. COREÐ

28. CASING RECORD (Report «R atrings set in toen)

CA$1NO SIEE WËIGHT, LB./FT, DEPTH SET (MD) EIOLE SIZE CEMENTING RECORD AMOUNT PULLËD

9 5/8" 36# 17¼1' 12 1/4" 800 sx 65-35 Poz + 200 sx Class "B" cmt

29. LINER RECOhD NA 30. TUBING RECORD NA
SIZE TOP (MD) . BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZÈ DEPTH SET (MD) PACKER SET (M

31. PERFORATION EECOÈD (Interval, size and number) 82. ACID, SHOT. FRACTURE, CEMENT SQUEE2.E, ETC. NA
NA - P&A' d Dry Hole PTE INTERVAL (MD) A3tOUNT 'D KIND OF MATERIAL

33.* PRODUCTION NA
DATA FIRST PRODÚCTION PRODUCTION METHOD (Fl010Ang, 968 lift, pgWaping--8456 Gud $796 Of pwmp) WELL STAzus (Producing or

BA¾t-in)

DATa Off TMST HOURS TESTED CHOKE ŠlzE PROD'N. FOR OIL--BBL. GAS--MCF. WATËR--BEL. GAS-OIL RATIO
TEST PERIOD

FLOW. TUBING PRESS. CASING PRËSSURE CALCULATED OIIr--BBL. GAS-MCF• WATEE--BBL, OIL GRAVITY-API (CORR.)
24-mouR RATE

34. DISPOSITION OF GAS (ÑOld, fl80d f07 fudi, 76R$€Ô, OfC.) TEST WITNËSSED BY

35. LIST OF ATTACHMENTS

DST Record
36. I hereby certif hat the hed informat on is comple e and corTeet as de rm ed from i avalla rE

*(SeeInstructionsand Spaces for Additional Data on ReverseSide)
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L4)ce .Canyon Federal Ñ12-1
Getty Oil Company

Drill Stem Test Data

Depth Water IF ISI FF FSI Drill pipe
Interval By Cushion IFBHP ISIBHP FFBHP FSIERP Recovery

6241'-6263' 3/4" O' 16 min 34 min 61 min 122 min Rac 5 bb1 of 0 & G cut
Desert 211 psi 3573psi 3068psi 3573psi mud; 50 bbl slightly oil
Creek cut & gas cut SW. Crys-

tallized salt on top of
sampler while



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-23160

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE ORTRIBE NAME

SUNDRYNOTICESANDREPORTSON WELLS 7. UNITAGRE£MENTNAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE ÄME

1. oil gas Lake Canyon Federal
well wen other 9. WELL NO.

2. NAME OF OPERATOR 12-1
Getty Oil Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Wildcat Desekt Creek
P.O. Box 3360, Casp r, WY 82602-3360 11. SEC., T., R., M., OR BLK. ANDSURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Section 12-T378-R25E
AT SURFACE: 700' FNL & 1200' FEL (Sec 12) 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: same San Juan UtahAT TOTAL DEPTH: Same 14. APl NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, -

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB AND WD)

REQUEST FOR APPROVAL TO: SUSSEQUENT
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL DEC27 98 ... sa.
PULL OR ALTER CASING change on Form 330.
MULTIPLE COMPLETE
CHANGE ZONES DIVISIONOFABANDON

ry Hole) N OILGAS&MINING
17. DESCRIBE PROPOSED OR C0MPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

On 11-25-82, drillipg @6265'

This well was drill d to a TD of 6339'

Reached TD of 6339' @ 9:00 AM on 11-28-82

Received verbal approval to P&A this well as a dry hole 1-8
.

18. I here ertify tha he foregoing is true and correct
Area

SIGNED . TITLE Superintendent DKrE Î
(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL IF ANY:

*See instructions on Reverse
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